


GB Series
2/2 Normally Closed

Engineered for life

Features

Speci�cations

Electrical Characteristics

Flow Data
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)•  Approved for mains gas safety shut o�
•  Suitable for automatic burners
•  Suitable for �re protection systems
•  Ideal for low pressure Natural gas
•  Approved to EN161
•  Compliant with Gas Appliance directive
•  Fully ported ori�ces for high �ow
•  Zero pressure rated
•  Optional pressure test points 

Out (2)

In (1)

P.Max Ori�ce Weight
DescPipe Size Kv (Bar) mm lbs

¼" 3.6 1 12.70 0.50 GB2
3/8" 5 1 12.70 0.50 GB3
½" 5.4 1 12.70 0.50 GB4
¾" 12.9 1 19.00 0.60 GB6
1" 13.6 1 19.00 0.7 GB7

1¼" 33 1 40.00 1.5 GB8
1½" 33 1 40.00 1.5 GB9

2" 33 1 40.00 1.5 GB10
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P.Max Ori�ce Weight
DescPipe Size Kv (Bar) mm lbs

¼" 3.6 1 12.70 0.50
3/8" 5 1 12.70 0.50
½" 5.4 1 12.70 0.50
¾" 12.9 1 19.00 0.60
1" 13.6 1 19.00 0.7

1¼" 33 1 40.00 1.5
1½" 33 1 40.00 1.5

2" 33 1 40.00 1.5

OPD (mBar)
DC Voltages

0 - 50
0 - 50
0 - 50
0 - 50

0 - 50
0 - 50
0 - 50
0 - 50

4.6

Kv = Flow rate measured with 

di�erential pressure at 2.5mbar

Coil Voltage DC (=):12v, 24v, 110v
Coil Voltage AC 50Hz (~):24v, 110v, 120v, 230v
Coil Voltage AC 60Hz (~):24v, 110v,120v, 220v 

Voltage tolerance: +10% or -10%
Duty Cycle: 100% ED

Protection Class (Std):
IP65 (BS EN 60529)
(plug supplied as standard)

Electrical Connection (Std):
PG9 Din Connector DIN 43650/ISO 
4400 (EN 175301-803) Form 'A'

Coil Insulation: Class H  (BS EN 60085) 180°C (E5 type)
Power Rating: 14.5 watts, 25VA, 34VA

How to use the Flow Chart

1. Select the required �ow. 

2. Note the corresponding ori�ces/model and pressure drop. 

3. Using ori�ces/model, (refer to the Features panel) for 

    technical information

Function: Normally Closed, Energise to open

Ambient Temperature: -0°C to +60°C

Body Material (Std): Aluminium

Flange Tube: Stainless Steel 303
Plunger and Top Stop:Stainless Steel 430FR

Springs: Stainless Steel 302

Seal Material (Std):Viton

Connection Type (Std):BS21

Shading Coil: Copper

• Response time up to ½” 15-25ms
• Response time up to 1” 20-40ms
• Response time up to 2” 60-120ms
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Flow (M3/hr) (Natural Gas)
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Natural Gas Flow (Ft3/hr)
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